
CLEAR ULTRA VIOLET 

 Dermagard Museum Film 
 

Performance  
    DATA 

 
Shading Coefficient        0.91 

Glare Reduction            8.6 

Total Solar Heat Reduction                                          4.0 

Total Solar Energy Rejected    20.8% 

Total Solar Reflectance       6.4% 

Total Solar Absorbance      20.4% 

Total Solar Transmittance    73.2% 

Visible Light Reflectance       7.6% 

Visible Light Transmittance    80.5% 

Ultra Violet Rejected                 99.8% 

Infrared Rejection                                                       28.3%   

Luminous Efficacy                                                         0.88 

Emissivity         0.87 

‘U’ Factor (Mild Winter)         1.02 

 

Performance data is based on film applied to ¼” clear,  

monolithic, annealed glass. 

 

Technical data 

 

 

- - - - - - Clear window glass 

_______ Dermagard Museum Film 



This chart illustrates the efficiency of this film clear, scratch-resistant museum grade 

ultraviolet filter.  

- Untreated clear, single pane glass filters out 23 - 28% of UV. 

- Untreated clear double pane glass filters out 36 - 41% of UV. 

 

Specifications:  

• Dermagard Museum Film UV filter applied to single or double pane glass filters out > 

99.8% of UV.  

• Visible light transmission 80.5%.  

• Absolute transmission at 550nm = 81%.  

• Transmission relative to 550nm :  

o 440 = 96%  

o 420 = 78%  

o 400 = 25.5%*  

o 380 = 0%*  

o 360 = 0%  

o 340 = 0%  

o 320 = 0%* 

*Filter passes test at 320, 380 and 400nm. 

A reading of approximately 10 microwatts per lumen will be achieved using an Elsec 762 UV 

monitor. 

Ultraviolet radiation, the main cause of deterioration of fabrics, furnishings and paint media, 

can be can be virtually eliminated with an application of Dermagard Museum Film to the 

existing window glass without altering the external appearance of the windows or affecting 

visibility in any way.  

Please remember Visible light and heat, which together is responsible for approximately 50% 

of fade damage, cannot be effectively shielded with this film. For enhanced fade protection, 

please consider Ultravision™ 70 film that will remove only 99% of UV, 44% of solar heat 

along with removing 30% of natural light. However this film has a slight non reflective green 

hue. This can be virtually invisible on most glass types. 

 

 

Incorporates a tough scratch resistant coating which  

aids installation and maintenance whilst increasing the  

life of the film. Suitable for all smooth glass types including 

Laminated. 

 

  

This product carries a full 10 years Manufacturer’s  

Warranty when professionally installed. 

Please note; there are no restrictions concerning the 

suitability of this product to certain glazing types.  

 


